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ADDENDUM NO. 2 
 

WASHINGTON STATE PARKS AND RECREATION COMMISSION 
ANDERSON LAKE STATE PARK 

NEW DAY USE FACILITIES AND TRAIL DEVELOPMENT 
SW-C1831 

DATE: May 15, 2026 
 
ATTENTION TO PLANHOLDERS OF RECORD. The following revisions are hereby made a part of the 
Contract Documents.  Please be sure to acknowledge all Addenda on the Bid Form. 
 
PROJECT MANUAL: 
 
I.CHANGES TO SPECIFICATIONS 
   NONE 

 
II. CHNAGES TO DRAWINGS: 
 

1. REMOVE Section A Trailhead Plan from RD 02 - SHEET 6.  
 ADD Section A Trailhead Plan in APP01-SHEET 1. 

2. REMOVE Typ. Road Section from RD 04 – SHEET 8.  
 ADD Section B Typ. Road Section in APP01-SHEET 1. 

3. ADD Section C Equestrian Parking Road Section in APP01-SHEET 1. 
 
Attachments: 
 

 Questions & Answers (3 pages) 
 APP01-SHEET 1 (1 page) 

 
 
 

  05/15/26 
Brett Taylor, Public Works Coordinator 
Contracts and Grants Program 

 Date 

 END OF ADDENDUM NO. 2 

THIS DOCUMENT AND ATTACHMENT(S) ARE AVAILABLE FOR DOWNLOAD AT 
https://mrscrosters.bonfirehub.com/opportunities/232938 

AN EMAIL NOTIFICATION WAS SENT TO REGISTERED DOCUMENT TAKERS.  FAILURE TO 
ACKNOWLEDGE RECEIPT ON THE BID FORM DOES NOT AFFECT THE BIDDER'S 

OBLIGATION FOR COMPLIANCE. 

https://mrscrosters.bonfirehub.com/opportunities/232938
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Questions 

1. On Drawing sheet 13 & 18, there are several trees shown in the multi-use pathway, but 
they do not indicate either protection or removal. Please confirm what is to be done with 
the trees along the multi-use pathway. 

Ans: Trees on the proposed roadway are to be removed and those on side of the 
roadway are to be kept. 

2. Sheet 51, Note 4 calls for the building to bear fully on a bed of crushed 3/8" stone base, 
but the thickness is not indicated on the plans or specs. Please clarify how thick the 3/8" 
stone base needs to be for the single and the double CXT Building. 

Ans: The required thickness shows on the left-side elevation of Sheet 51.  The details 
apply to both single and double CXT units.  

3. Please confirm that all trees labeled indicated to be removed are to stay onsite and that 
all brush (ferns, bushes, etc...) are to be removed along the trail. 

Ans: Trees are to be removed and stay onsite, and brush is to be removed and hauled 
offsite. 

4. Are there any proposed cross-section details for the unpaved equestrian parking area? 

Ans: Refer to Addendum 02  

5. Refer to a typical road section on sheet #8, what is the thickness of CSTC? 

Ans: Refer to Addendum 02 

6. I don’t see anywhere in specifications mentioning the removal of unsuitable soil.  Are you 
expecting any unsuitable soil removal?  How should the contractor bid on this item? 

Ans: Unsuitable soil is not anticipated, but if any occur, a Change order will be issued. 

7. The plan shows ADA parking sign on sheet #7, but I cannot find the location of ADA 
parking stalls. Is providing ADA parking stalls part of the contract?  If so, how many are 
required? 

Ans: Refer to Addendum 02 

8. Is providing access to the park ranger residence part of the contract? 

Ans: This falls under traffic control. See Specification 01 55 26 - Traffic Control. The 
contractor must develop a traffic control plan to facilitate access to Park Ranger’s 
residence. 

9. Would it be possible to use the county road (which is located at the end of Olympic Trail) 
for transporting materials or for truck access? 

Ans: Parks cannot authorize the use of county roads.  Please coordinate with Jefferson 
County regarding any applicable regulations and fees if the contractor plans to use the 
county road for access. 
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10. Bid Item B2 is for the crushed surfacing bottom course with a quantity of 630TNS. This 
material is under the "Main Park" section of the bid proposal. Bid Item C2 for the ODT 
Trail has a quantity of 1,500TNS. The only place that the CSBC is called out specifically 
in the plans is for the trail sections. The Typical Road Section on RD 04 - Sheet 8 details 
the use of ballast as necessary to maintain continuous road base and finish cross slope. 
Please confirm if the ballast called out in the detail is supposed to be CSBC. If not, 
please clarify where the 630 TNS of CSBC is anticipated to be used. 

Ans: Bid 630 TNS of CSBC as specified in summary of pay items. Also refer to the 
Addendum 02 

11. Are there any bore logs or a geotechnical report for this project that can be shared for 
the area that the piles are being driven? 

Ans: No geotechnical report is provided.  For any questions regarding pile driving, 
please see the Specifications 31 62 16 - Steel Piles. 

12. Would it be an acceptable alternative to the boardwalk concrete planks to instead use 
pan decking and do a cast in place pour for the elevated walkway? 

Ans: Bidders should bid this item per plans and specifications.  No substitution is 
allowed. 

13. Drawing Sheet 45 under the general note 3.4 has the reinforcing for the boardwalk 
concrete planks as prestressing steel (1/2" dia. Low relaxation strands). If the concrete 
planks can meet the required strength utilizing rebar instead of prestressed strands, 
would the use of rebar as a substitution be acceptable? 

Ans: Specifications refer to pre-cast concrete units; not exclusively to pre-stressed 
concrete units.  Therefore, substitution is acceptable provided that the strength 
requirements are met. 

14. Plan sheet TR 30 (Sheet 46) identifies the boardwalk top rail and bottom rail as 2x6 PT 
Douglas Fir. However, Specification 133700, Section 2.1, calls for the top rail to be 2x6 
No.1 Structural and better Hem Fir, and the bottom rail to be 2x6 No.2 Structural and 
better Hem-Fir. Please clarify the required timber species for the top and bottom rails, 
and whether pressure treatment is required. 

Ans: The resolution of conflicts between drawings and specifications is addressed in the 
General Conditions under the order of precedence. In this case, the specifications 
govern. 

15. For the boardwalk, we anticipate that the number of custom pieces may drive a high cost 
for the precast panels. Would a metal panel deck with a cast-in-place topping slab be 
acceptable? 
 
Ans: No.  Substitution is not allowed. 
 

16. Plan sheets GE 04 (Sheet 4) and RD 01 (Sheet 5) show the proposed site plan; 
however, only the park's main road and equestrian parking are depicted. It's unclear 
where the paved ODT trail and the boardwalk connect to or run in relation to the park's 
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main road. This is not clearly shown on Plan sheets TRL 05 (Sheet 13) and TR 02 
(Sheet 19). Please provide clarification.  
 
Ans: The site plan clearly shows the location of Olympic Trail and the entrance road on 
Sheet 4 and Sheet 5.  In addition, Sheet 9 shows how the park trail connects to the 
Olympic Trail.  Based on the information provided, we believe the contractor has 
adequate information for bidding purposes.  No further information will be provided.   
  

17. Is there absolutely no access outside of the trail footprint/turn outs for steel erection, 
concrete plank placement, prep, and paving? This requirement will be nice once the 
project is complete (less vegetation damage) but it creates a financial burden due to 
sequencing scopes of work.  
 
Ans: T-shaped hammerhead turnarounds are shown in the drawing.  Please see Sheet 
9,16,17 and 18. 
 

18. Where should the stripped topsoil be stockpiled?  
 
Ans: Project does not require any stripping of topsoil 
 

19. Equestrian parking area (sheet 6): How many hitching post systems need to be 
relocated? 
 
Ans: Per Sheet 6 all six existing hitching posts are to be relocated. 

20. Trailhead plan (sheet 6): Is there a spec for the picnic tables? 

Ans: Refer to Addendum 02 
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